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PLOT DATE = 8/29/2006
PLOT SCALE = 214765 * 7 IN,

CONTRACT N0 0344 [EP

GENERAL NOTES

ENGLISH UNITS OF MEASUREMENT SHALL GOVERN OVER AND SUPERSEDE ANY METRIC UNITS
SHOWN IN THIS CONTRACT. WHERE INCLUDED, METRIC UNITS ARE FOR INFORMATION ONLY.

G.N.-105.03A
ALL ELEVATIONS SHOWN IN THE PLANS ARE BASED ON NORTH AMERICAN VERTICAL DATUM OF
1988. (NAVD 88)

G.N.-107.31

UTILITY LINES WERE PLOTTED FROM INFORMATION FURNISHED BY THE VARIOUS UTILITY
COMPANIES INVOLVED (QUALITY LEVEL C &/CR QUALITY LEVEL D) AND THE ACCURACY
SHOULD BE CONSIDERED APPROXIMATE ONLY.

UTILITY COMPANIES MAY BE ADJUSTING THEIR FACILITIES DURING CONSTRUCTION. THE
CONTRACTOR SHALL COOPERATE WITH THESE ORGANIZATIONS WHILE THESE ADJUSTMENTS ARE
BEING PERFORMED. J.U.L.LLE. - JOINT UTILITY LOCATION INFORMATION FOR EXCAVATORS
SYSTEM (8001892-0123.

G.N.-205

BENCHING PROCEDURES SHALL BE USED IN AREAS WHERE EXISTING EMBANKMENTS ARE
WIDENED FOR THE PROPOSED PAVEMENT. STEPS SHALL BE CUT INTQ THE EXISTING
EMBANKMENT SLOPES AND SHALL HAVE THE FOLLOWING DIMENSIONS:

HORIZONTAL: 8 FT. (MIN.J - 12 FT. (MAX.)

VERTICAL: 2 FT. (MAX))

G.N.-250C

SEEDING, CLASS 7 AND MULCH, METHOD 2 IS INCLUDED IN THIS CONTRACT TO SEED NEW
EARTH SHOULDERS DURING TIME PERIODS WHEN PERMANENT SEEDING IS NOT ALLOWED. SOME
OR ALL OF THE CLASS 7 SEEDING AND MULCH WILL BE DELETED IF IT IS POSSIBLE TO
PLACE PERMANENT SEEDING ON EARTH SHOULDERS AT THE TIME OF THEIR COMPLETION.

G.N.-281

THE RIPRAP GRADATION SHALL BE IN ACCORDANCE WITH THE GRADATION SPECIFIED IN THE
PLANS OR, WITH APPROVAL OF THE ENGINEER, A RIPRAP GRADATION MEETING A D50
GREATER THAN OR EQUAL TO 0.8 FEET FOR A4 AND 1.0 FEET FOR A5. D50 IS DEFINED AS
THE MEAN ROCK SIZE AS DESCRIBED IN THE FHWA HYDRAULIC ENGINEERING CIRCULARS (HEC
11, HEC 14 AND HEC 15M.

IF GRAVEL IS USED FOR THE BEDDING MATERIAL UNDER RIPRAP, THE GRAVEL SHALL BE
CRUSHED AS ALLOWED UNDER ARTICLE 1005.0L.

G.N.~406

THE QUANTITIES INCLUDED IN THE PLANS FOR BITUMINOUS CONCRETE RESURFACING ARE
INTENDED TO GIVE THE COVERAGE SHOWN ON THE TYPICAL CROSS SECTIONS. IT IS NOT
INTENDED TO INCREASE THE THICKNESS OF THE BITUMINOUS MIXTURE IN ORDER TO USE ALL
OF THE QUANTITIES INCLUDED IN THE CONTRACT.

G.N.-406D
ALL LEVELING BINDER OR BINDER SHALL BE GIVEN A FOG COAT OF PRIME BEFORE THE
SURFACE COURSE IS PLACED WHEN DIRECTED BY THE ENGINEER.

THE FOG COAT WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER GALLON FOR
BITUMINOUS MATERIAL (PRIME COAT) AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

G.N. -406H
MIXTURE REQUIREMENTS

THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT:

- G.N.-482

ALL MATERIAL PLACED AS BITUMINQUS SHOULDERS SUPERPAVE SHALL BE COMPACTED TO
94.0-98.4 PERCENT OF THE MAXIMUM THEORETICAL DENSITY. THIS REQUIREMENT SHALL
APPLY TO BOTH B.A.M. AND IL 9.5L GRADATION SHOULDER MIXES. THIS MAXIMUM DENSITY
SHALL BE DETERMINED FROM THE MOVING AVERAGE QF FOUR TESTS AS IN OTHER QC/0A
TESTING. A NUCLEAR GAUGE DENSITY/CORE CORRELATION SHALL BE PERFORMED FOR BOTH
THE B.AM. AND IL 9.5L MIXES USING STANDARD CORRELATION PROCEDURES.

G.N.~-631

If THE CONTRACTOR ELECTS TO USE THE ALTERNATE MOUNTING METHOD OF - THRU DRILLING
THE MOUNTING ‘HOLES FOR THE TRAFFIC BARRIER TERMINALS, TYPE 6, THE HOLES SHALL BE
DRILLED USING A CORE DRILL. A HAMMER DRILL WILL NOT BE ALLOWED.

G.N.-781

RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE PLACED IN ACCORDANCE WITH STANDARD
781001, AND THE DETAILS SHOWN IN THE PLANS. IF THERE [S ANY DISCREPANCY BETWEEN
THE STANDARD AND THE DETAILS IN THE PLANS, THE DETAILS IN THE PLANS SHALL
GOVERN., THE FINAL PAVEMENT MARKINGS SHALL BE IN PLACE PRIOR TO PLACING THE
RAISED REFLECTIVE PAVEMENT MARKERS AND THE RAISED REFLECTIVE PAVEMENT MARKERS
SHALL BE PLACED MIDWAY IN THE 30 FOOT (9 m) SPACE BETWEEN THE DASHED CENTERLINE
STRIPES {WHEN APPLICABLE).

G.N.~1004.01
COARSE AGGREGATE GRADATION CA-10 MAY BE USED WHENEVER COARSE AGGREGATE CA-6 IS
SPECIFIED IN THE STANDARD SPECIFICATIONS.

G.N.-1004.03
REVISE ARTICLE 1004.03 (c) NOTE 5/ OF THE STANDARD SPECIFICATIONS TO READ:

'5/ GRADATION CA-16 SHALL BE USED IN LIEU OF CA-13 WHEN THE SURFACE COURSE IS
LESS THAN 1 3/4 INCHES IN THICKNESS. CA-13 OR CA-16 MAY BE USED WHEN THE
SURFACE COURSE 1S 1 374 INCHES OR MORE IN THICKNESS.

G.N.-Z0038 .

AN ALUMINUM TABLET OF THE TYPE SHOWN ON STANDARD 667101 SHALL BE PLACED ON THE
PROPOSED STRUCTURE AS DIRECTED BY THE ENGINEER. THE BENCH MARK ELEVATION WILL
BE ESTABLISHED AND MARKED BY THE DEPARTMENT. THIS WORK WILL BE PAID FOR AT THE
CONTRACT UNIT PRICE EACH FOR PERMANENT BENCH MARKS.

THIS BRIDGE REPLACEMENT PROJECT IS LOCATED WITHIN AN ENVIRONMENTALLY SENSITIVE AREA.
ENDANGERED SPECIES ARE LOCATED WITHIN THE CONSTRUCTION LIMITS, AREAS ADJACENT TO THE
CONSTRUCTION LIMITS ARE CLASSIFIED AS WETLANDS, AND THE SANGAMON RIVER IS LISTED BY THE
NATIONAL PARK SERVICE IN THE NATIONWIDE RIVER INVENTORY AS A WILD AND SCENIC AREA. THE
ENDANGERED SPECIES, SLIPPERSHELL MUSSEL, WILL BE RELOCATED UPSTREAM BY INHS STAFF PRIOR TO
THE COMMENCEMENT OF CONSTRUCTION ACTIVITIES. CONSTRUCTION ACTIVITIES SHALL BE PERFORMED
IN A MANNER WHICH MINIMIZES SUBSTRATE DISTURBANCE AND SEDIMENTATION. EROSION CONTROL
ITEMS ARE SPECIFIED WITHIN THE PLANS FOR THIS PURPOSE. INSTREAM WORK SHALL BE CONDUCTED
DURING LOW FLOW PERIODS IN ORDER TO REDUCE ADVERSE IMPACTS TO BOTH THE STREAM AND THE
SPECIES 1T CONTAINS. [N GENERAL. CARE SHALL BE TAKEN TO MINIMIZE THE ENVIRONMENTAL IMPACT
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